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Specifications Subject to Change without Notice

Built for Drums 
The Earthworks DK3 DrumKit™ incorpo-
rates microphones that are designed from 
the ground up to provide exceptional per-
formance for miking drums and percus-
sion. The kit includes 2 SR25 microphones 
for drum overheads and 1 SR20LS for kick 
drum. All three microphones have incredi-
ble impulse response that will capture more 
detail of the attack. Their fast diaphragm 
settling time will reproduce low level detail 
to provide the full expressions of the drum-
mer and handle up to 150dB SPL, virtu-
ally eliminating overload distortion. Their 
stainless steel bodies are expertly sculpted 
through precision machining yielding an 
instrument that is beautiful to look at and 
sensibly engineered for life on the road. 
Protected within its steel exoskeleton is a 
studio quality small diaphragm cardioid 
condenser capsule coupled with a Class A 
amplifier circuit that leverages Earthworks’ 
patented and proprietary technologies that 
deliver the fastest mics on the planet. 

Sound of the SR25s & SR20LS
An extended flat frequency response and 
a focus on fast clean impulse response 
set these Earthworks drum mics apart. By 
systematically eliminating the many layers 
of distortion and noise normally added by 
each acoustic and electronic component, 
the Earthworks drum microphones don’t 
sound like a conventional microphones, 
they pull back the veil to reveal the true 
sound and expression of the artist. 

Simple, Easy and Brilliant 
The DK3 drum microphones democratiz-
es exceptional recording and live music 
experiences, making them accessible to 
everyone. Quicker sound-checks and better 
monitor and in-ear mixes let artists focus 
on what matters most - the music. Engi-
neers are unencumbered from the neces-
sities of heavy corrective EQ, compression 
and constant vigilance against feedback in 
live sound applications.

Built for Recording and Live Music
These microphones go beyond the prom-
ise of delivering exceptional results for 
recording, they also provide studio quality 
sound on stage by directly addressing the 
challenges intrinsic to these dynamic envi-
ronments: 

•  Near-perfect cardioid polar pattern 
  with a consistent frequency response 
  all the way out to 90 degrees delivers 
  the same sound quality off-axis.  
 
 • Extreme attenuation of sound sources  
  located beyond 90º with a maximum  
  rejection at 180º.

The combination of these features imbues 
the SR25s and SR20LS with levels of feed-
back immunity and isolation from unwant-
ed sound sources not found in other micro-
phones.
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SR25 Cardioid
for Overheads

Minimum output load 600Ω, balanced 
between pins 2&3

Noise

Weight .35lb (160g)

Frequency response
Polar Pattern Cardioid

Sensitivity 10mV/Pa (-40dBV/Pa)
Power requirements 24-48V Phantom @ 10mA
Peak acoustic input 150dB SPL

20Hz to 25kHz  

Output XLR (PIN 2+)
Output Impedance

Dimensions L & D

200Ω bal. (between pins 2&3)

Length 6.5 inches (165mm)
20dB SPL (A-weighted)

Diameter .860 inches (22mm)

SR25
Polar
Response

Minimum output load 1,000Ω, balanced 
between pins 2&3

Noise

Weight .36lb (164g)

Frequency response
Polar Pattern Cardioid

Sensitivity 3mV/Pa  (-50dBV/Pa)
Power requirements 24-48V Phantom @ 10mA
Peak acoustic input 150dB SPL

20Hz to 20kHz 

Output XLR (PIN 2+)
Output Impedance

Dimensions L & D

200Ω bal. (between pins 2&3)

Length 7.57 inches (192.2mm)
20dB SPL (A-weighted)

Diameter .860 inches (21.8mm)

SR20LS 
Polar
Response

SR20LS Cardioid
for Kick Drum 

Each mic comes with
a padded microphone
pouch


